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I n  the design of axLa,l-flm campsssors with hi& over-all pressure 
ratios. the mat- of the st8ges may seriously affect the &sign and 
0f'f"ltesign performance, In the design of the ccqresgor of references 1 
Sna 2, as i n  mat axial-f'knr -essor designs, an attenrpt was made to 
match all the stages  at or mas their nin4mrrm-lass p i n t s  at the wer-aU . 

I eampseaor desfgn point. 

L- tht at design speed the pesk total-pressure ratio and efficiency were 
The over-all performance. of this canpressor (refs. 1 and 2) showed 
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somewhat below the design values. Reference 2 indicated that, based on 
the meager dsta available,  the low pressure  ratio and efficiency were due 
t o  mismatching of the stages at design speed, probably because of an ex- 
cessive design boundary-layer  allowance in the l a t t e r  stages of the cm- 
pressor. It was also indicated  that   at   part  speed the  decrease i n  cam- 
pressor  efficiency and the knee in  the surge l i n e   E r e  less than might 
be expected from an analysis such as that presented in reference 3. The 
stages were better matched at some speed below design, which would im- 
prove the law-speed  performance. lo 

Q) 
M 
M In order t o  determine more definitely  the causes of the over-all per- 

formance chmacteristics and t o  extend  the  aver-all  study of the eight- 
stage compressor of references 1 and 2, this fwest igat ion was conducted 
at   the  NACA L e w i s  laboratory  to determine the performance of the ind iv ldml  
stages. Fram the individual stage performance characteristics,  the match- 
ing of these stages and the  effect of both stage matching and stage  per- 
formance on the  over-all compressor characteristics were evaluated. Radial 
rake measurements of t o t a l  p re~sure  and tot& temperature were obtained 
a f t e r  each stage  for flm ranging from choke t o  tbe approximate  campressor 
stall limit over a range of speeds from 30 t o  100 percent of eqvivalent de- 
sign speed. .~ . -  . " . I 

+" 

SYMBOLS i 

The following symbols are used i n  this report: I 

annulus.,area, sq f t  

t o t a l  press*-, i n .  Eg abs 

volume flaw, cu ft /sec 

t o t a l  temperature, OR 

wheel speed, f t /sec 

velocity  relative t o  first rotor 

weight flow, lb/sec 

r a t i o  of t o t a l  pressure t o  stan- mACA sea-level pressure 

adiabatic  temperature-rise  efficiency 

r a t i o  of t o t a l  temperature t o  standard KACA sea-level temper- 
s 

ature 
*J 
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P 

P 

Subscripts : 

e 

311 

n 

0 

3,5, .... 1- 

X )  

viscosity, lb/(ft) (sec) 

static  density,  lb/cu ft  

equivalent,  indicates that the paramter ta M c h  it i s  af- 
fixed has been corrected  to design speed 

mean annular radius 

stat ion number 

inlet depression-tank  station 

interstage  instrument  stations at &t of first, second, .... 
eighth stators  

.Ltscharge . m e a s u r i n g  s tat ion 
. " . ." " - . . . -. " 

The 20-inch-tip-diameter  eight-stage axial-flow compressor reported 
in  references 1 and 2 and schematically shown in   f igure  lwas  used fo r  
the  investigation. The test instal la t ion and instrumentation for the de- 
termination of ove r -d l  performance me the same as those  presented in 
reference 2. In addition,  interstage  instrumentation was instal led at 
the axial locations shown in   f igure 1. A single radial total-pressure 
rake  (fig. ~ ( a )  ) and a si@e radial totd-temperature rake c a b r a t e d  
f o r  Mach  number {fig. 2(b) ) were used after each s t a to r  blade row. I n  
order to minimize flow-angularity  effects, the r&es were located  behind 
stator blade rows and between blade wakes ,  where changes of flow angles 
are  relatively small over a wide range of flow conditions. As a further 
precaution, shielded total-pressure probes, which are insensitive t o  an- 
gles  of yaw up t o  &@, and spike-type thermocouples, which are insensi- 
t ive  t o  yaw angles of d w ,  were used on the  rakes. The rakes in   the  
f i r s t   f i ve   s t ages  had f ive  measuring t ips  each,  and the  rakes i n  the last 
three s t a g e s  had three  t ips each, located at area  centers of equal annu- 
lar areas.  Instrumnts were placed around the periphery of the campressor 
so that they would not be in   t he  wakes of the preceding  instruments. The 
pressure measurements were photographed fram , m e ? x u r y  man"Lers, and the 
difference between the  temperature a t  each stage outlet  and the tempera- 
ture  in  the  depression  tank was measured on a self-balancing  potentiometer. 

The compressor was operated at speeds from 30 t o  100 percent of equiv- 
alent design speea. At each speed 8 range of air flow was investigated 
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from the maximum flow at which the compressor w-as choked. t o  a JninFmum 
flaw approximately at the point of incipient  surge. The inlet pressure F 
was varied  to  maintain m approximately  constant Reynolds number of 
1,000,000 r e l a t ive   t o  the first rotor a-& all speeds except 30 and 50 per- 
cent af design. -The  Reynolds number i s  defined as pVZ/k, where the char- 
ac te r i s t ic  length 2 i s  the chord of the f i rs t  rotor  blade at the  t ip .  

- 

rn 
0) 
M 
M 

The over-all compressor-performance characteristics-were  calculated 
from the weight  flow, inlet  total  pressure, inlet temperature, dischazge 
static  pressure,  and discharge total temperature, 88 recammended i n  rer- 
erence 4 .  This method,  which i s  the same as that used in the-presenta- 
t ion of the  calculated  data  in  the  over-all performance investigation of 
reference--2, does not  credit the campressor for  nonuniformities of out le t  
flow velocity and deviation frm axid discharge. The individual stage 
performance was determined from arithmetic  averages of total   pressure and 
t o t a l  temperature a t  the dischqge of each stMe i n  conjunction with the- 
tables of reference 5. .. . " 

The flow range of any given-stage in a multistage c q r e s e o r  cannot 
be controlled  independently of speed  because of the choke and surge 1Fmit 
imposed on the compressor a t  any one speed. In  order  to  correlate  the 
stage data independent of.speed, the stage gerfollmance i s  presented i n  
t e r n  of' flow coefficient,  equivalent  pressure  ratio,  equivalent 
temperature-rise  ratio, and adiabatic  erficiency. The equivalent  values 
presented  are approximately  those that would be obtained if  the complete 
flow range of each stage  could have been  covered at design  speed. Com- 
plete derivation of these  dimensionless performance parameters i s  pre- 
sented i n  reference 6 .  The Mach nmiber term i n  the flaw-coefficient pa- 
rameter w a s  approximated by calculating an approximate Mach nmber from 
the outer-wall static pressure and t& average total   pressure at the en- 
trance  to each stage.. The exact forms of the parameters as used to   ca l -  
culate the individual stage performance of the compressor can be  found 
i n  appendix B of reference 7. 

Because of compressibility  effects,  vasiation  in Mach number level, 
and s twe  interact ion,  the equivalent  stage  curves  are  not  exactly  those 
which would  be obtained if the complete range of flow coefficients  could 
be covered a t  design. speed. However, theee  equivalent  curves &re useful 
i n  determining stage matching  and stage performance, inasmuch as each 
portion of the curves is  obtained at the speed at which the stage  operates 
i n  the  multistage compressor. 

The absolute magnitudes of the values 6f the individual stage perform- 
" 

ante parameters  are  subject t o  the usual experimental  errors. A t  low 
speeds, the temperatwe and pressure rises a.qogq a single stage are small 
and the  speed-correction factor i s  large, and hence any experinental  error 
is  magnified. When a stage i s  operating fa r  from i t s  design  point, the 
fixed rake instrumentation may be i n  wakes or  unsteady flow regions, with 4 
resulting  inaccuracies. 

t 
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The flow coefficient Q,,h& is  the   r a t io  of the volume flaw  divided 

by  the mean wheel  speed and annulus axea at  the  entrance t o  each  stage. 
In  order that the flow coefficient  equal  the  average  axial  velocity di- 
vided  by the mean wheel  speed, an effective  area would have t o  be used. 
No data were taken from which the  effective  area  could be  determined, and 
hence it was necessary t o  use the  total  annular  area. It is believed 
that the blockage due t o  wall boundary layer is small and fo r  any given 
stage remains nearly  constant with changes i n  speed and flow, and hence 
the flow coefficient as calculated is. representative of an  average  angle CN 

% 
CH of attack on the stage. 

The generd.  shape of the  stage performance curves and the locations 
of the pe&s and break points probab3y are unaltered by the inaccuracies 
i n  the absolute .magnitude of the values  obtained. 

RESULTS AND DISCUSSION 

Compressor Over-All Performance 

The over-all performance characteristics of the compressor with in te r -  
stage  instrumentation  are  presented in   f i gu re  $. Totel-pressure  ratio and 
adiabatic temperature-rfse efficiency are plotted m n s t  equivalent w e i g h t  

The solid curves are taken fram the aver-all performance tests of reference 

ance data with and without interstage  instrumentation agree very w e l l ,  ex- 
cept  for a slight discrepancy i n   t h e  weight-flow measurenments a t  80- and 
100-percent  design speed. This discrepancy i s  due t o  the fact   that   these 
speeds were run at a dtfferent inlet temperature fram the tests of refer-  
ence 2, which r e su l t ed   i n   s l i gh t   e r ro r s   i n  the or i f ice  weight-flow meas- 
urement. 

-J flow over a range of equivalent  speeds from 30 t o  100 percent of design. 

4 2, and the data  points from the  interstage tests. The over-all perform- 
s 

A t  design speed a maxim total-pressure  ratio of 9.92 w a s  obtained 
at an equivalent w e i g h t  flaw of 65.7 pounds per second with an  efficiency 
of 0.83. The .maximum weight flow obtained at design  speed was 66.4 pounds 
per second. The peak efficiency  increased fram 0.74 at 30-percent  desiga 
speed to  0.87 at 80 and 90 percent of design  speed and ,then  decreased t o  
0.83 at design -speed. 

The surge l i n e   i n  figure 3 i s  taken from reference 2, since  the maxi- 
m pressure  ratio  points of this investigation w e r e  slightly beluw the 
surge  point- There is a knee i n  the surge line result ing from a sud- 
den change i n  slope at 63 percent of design speed. A portion of the 

percent of design speed. The severity of the surge l W t a t i o n  var ies  
considerably with different compressors, as evidenced by the results of 

c surge  line i s  dotted,  because no data w e r e  taken between 60 and 63 

.* 
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references 6 and 8. The surge line of tMs canrpressor i s  continuow, and 
the change in slope at the knee i n  the surge =ne i s  relatively smal l .  ;a* 

Stage Performance 

The volum-flow range of any even  s tage i n  a multistage compressor 
cannot be controlled  independehtly of speed  because of the choke and surge 
limit imposed i n  the compressor at any one speed. The f o M n g  stage m 
performance characteristics are pres.ented 86 equivalent parameters i n  or- 
der  to  correlate the stage data independently of speed. 

01 m 
tr) 

Transonic stages 1 and 2. - The performance characteristics of the 
first stage are presented in figure  4(a). Since no inlet guide vme8 were 
employed  and the   h s ses  through the inlet bellmouth were n e a g i b l e ,  the 
equivalent performance psrameters fo r  this stage were evaluated from the 
total-pressure and total-temperature  conditions & the inlet  depression 
tank and the stage exit. Althou& the f i r s t   s t age  operated over a narrow 
range of flow  coefficient a t  each  equivalent speed, it operated  over a 
very wide range of flow  coefficient over the range of speeds investigated. 
As the speed was  decreased, the flow coefficient  decreased fram a maxFmum 
of 0.68 at the  design-speed choke-flow p i n t  t o  a . m i n i r m r m  of 0.24 at   the  
30-percent-speed  surge  point. This wide range of flow coefficient  results 
in firs-t-stage  operation mer a very wide range of angle of attack. !&e 
i n l e t  stage operated at least par t ia l ly   s ta l led  below a flow coefficient 
of approximtely 0.45, as indicated by the rapid r i s e  in equivalent 
temperature-rise  ratio and the  rapid  decrease i n  equivalent  total-pressure I r) 

r a t i o  at flow coefficfents below this value. The approxbate  surge  points, 
denoted by the sol id  symkmls, indicate that the inkt stage became s ta l led  
along the surge =ne between 60 and 70 percent of eqluivalent  design speed; 
this result  correlates  wlth  the  abrupt change in the slope of the compres- 
sor surge line sham i n  figure 3. 'Po i l lust rate   the  mea of cnmpressor 
operation i n  which inlet-stage stall was encountered, the approximate 
f i rs t -s tage stall line is included i n  figure 3. 

- 

" 

I' 

From the data in   f igure 4(a), it i s  apparent that at 60 percent of 
equivalent  design  speed  the inlet stage  operated  unstalled when the com- 
pressor was choked; but, as the weight flow was  decreased at that speed, 
the angle of attack -Increased u n t i l  some portion of the blade span stalled, 
probably  resulting i n  rotating stall. A t  "ogerating  conditions to the 
l e f t  of the  f irst-stage stall l ine s h m  i n  figure 3, the .first stage w& 
operating  stalled. As a result  of the  rapid  decrease i n  pressure  rise and 
the  rapid  increase i n  energy addition &os6 the first stage at values of 
flow coefficient b e l o w  0.45, there was a shsrp decrease i n  the  efficiency 
of the f i rs t  stage  at  equivalent speeds below 60 percent of design. 

. " - 
- 

+ 
At design speed, the  equivalent  pressure  ratio of the f i rs t  stage was 

sl ight ly  lees  than the de6ign value; and a t  90 percent af eqylmlent de- 
Sign  apeed, the  equivalent  pressure  ratio was. slightly  higher than the 

% 

- .  
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design  value.  .Consequently,  the  design  equivalent  pressure r a t i o  was 
attained o n l y  over a narrow speed range between 90 and l3X percent of 
equivalent  design  speed. For comparison, the design  pressure  ratio is 
shown on figure 4; however, since the boundary-layer blochge cannot 
be evaluated  accurately, no comparison  between measured and destgn flow 
coefficient can be made. 

The second-stage performance characteristics are presented in   ' f fgure 
4 (b) . m e  range of flow  coefficient at a constant  equivalent  speed and 
over  the  range of equivalent speed investigated i s  of the same magnitude 
and follows the s a n ~  general  trend as i n  the first stage. Although the 
second stage  appears to s t a l l  over approximately the same range of equiv- 
alent speeds and campressor-inlet flow conditions 88 does the f irst ,  stall  
is not as clearly defined by the rapid decrease in equivalent  total- 
pressure  ratio and increase  in  equivalent  temperature-rise  ratio as i n  
the f irst  stage. A t  all second-stage flow coefficients below approximately 
0.45, the f irst  stage i s  operating  stalled, and the  second-stage stall may 
be an interaction effect. In addition, the large margin between design and 
peak equivalent  total-pressure  ratio, which was characterist ic of the f irst  
stage, does not  occur i n  the second stage. The second-stage peak equivs- 
lent  total.-pressure  ratio of approximately 1.385 w a s  only slightly higher 
than  the  design  total-pressure  ratfo; this narrow margin between  peak  and 
design total-pressure ratios would not be expected i n  8. stage composed of 
blades with sections-  designed t o  operate a t  their minimum-loss points. 

The design diffusion fac tors   for  t h i s  stage (ref. 1) are less than 
the recammended blade t i p  limit of 0.45 for   eff ic iencies  above 0.90 given 
in  reference 9, and  hence the poor  performance of  this stage cannot be a t -  
tr ibuted to high stage  design loading. Both the l o w  peds equivalent t o t a l -  
pressure  ratio and the small decrease below the peak equivalent  total- 
pressure  ra t io   in  the low-flow-coefficient  range  could be caused by a mis- 
matching of the various blade elements due t o  a maldistribution of axial 
velocity set up by the  large change i n  hub curvature  preceding  this stage 
(ref. 10). It has been shoWn (ref. ll) that the ef'fect of closing  the 
f i rs t -s tage  s ta tors  would be t o  shift the second-stage  curve downward and 
to the left; that  is, taward  lower pressure ratios and flow coefficients. 
Hence, the l o w  equivalent  pressure ratio of  this stage .may be due t o  an 
improper first-stage s ta tor  blade setting. 

Intermediate  stages 3 t o  6. - The individual stage performance curves 
f o r  stages 3 t o  6 axe Ereseated in  f igures  4(c) to ( f ) .  me range of flow 
coefficient over which each of these stages  aperates  decreases fram the 
third to   the  sixth stage. The range of flow coefficient covered a t  any 
constant  equivalent speed generally  increases fram the third to   the  sixth 
stage, with the range at low speeds  extending t o  lower flow coefficients, 
un t i l   i n   t he  sixth stage .most  of the stage flow-coefficlent  range i s  
covered at each of the  equivalent speeds investigated. In the third, 
fourth, and f i f t h  stages,  there i s  a decrease in pressure  ratio fram the 
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peak at the low flow  coefficients at 30, 50, and 60 percent of design 
speed. These operating  points  me to the l e f t - o f  the first-stage stall 
l ine  in   f igure 3, and this decrease i n  pressure r a t io  may be due t o  first- 
stage stall interaction  effects o r  t o  high-angle-of-attack s t a l l  of these 
stages. These f i rs t -s tage stall  interaction  effects  did not  cause a sud- 
den drop i n  the performance of - these st@ge.s. at low f low.  cpefficients as 
discussed i n  references 3 and 6 . -  The sixth stage, in operating  over a 
very small range of f low coefficient, remains unstalled for all speeds 
and flow  conditions  covered i n  this investigation. These stage curves 
show a peak equivalent  total-pressure  ratio  appreciably higher than the 
design pressure  ratio,  as would  be expected fram the cascade data f o r  i 
blades designed f o r  an angle of attack  for minimum l o s s  ( ref .  l), indi- 
cating that the various  radial  blade elements are probably  well matched 
and that  the flow distribution  entering  these  stages approaches design 
flow  conditions at   the  design  f lorcoefficient.  

Iv 

. .. " 

tcl 

"he design  equivalent  pressure  ratio xaa attained over an increasing- 
l y  w i d e  range of speeds from the third t o  the sixth stage; in  the  sixth. 
stage the design  equivalent  pressure  ratio was attained over the  entire 
range of speeds investigated. The equivalent-temperature-rise-ratio 
curves show that ,  with the exception of the f o u r t h  etage, the design 
equivalent  temperature-rise r a t i o  was obtained a t  the  design  pressure 
ratio.  Since the fourth stage produced greater  than  design  temperaturs- 
r i s e   r a t i o  at the  design  -pressure  ratio, the actual  efficiency i s  lower 
than the  design  value at this flow coefficient f o r  this stage. However, 
the indicated  efficiencies of the t h i rd  stage are unusually high, and f t  
i s  believed that the temperature measurements at the  exit  of the th i rd  
stage were somewhat low. As a result,  the  calculated  efficiencies of 
the third stage were too  high, and of the fourth stage,  too low. 

". 

i 

t 
c 

The design t ip  diffusion  factor of 0.51 f o r  the sixth stage is appre- 
ciably above the recommended. limit of 0.45 f o r  efficiencies above 0.90 (ref .  
9 ) .  However, the  efficiency of this  stage at the  design  pressure  ratio 
remained high, indfca€ing that tip  diffusion  factors above the recommended 
limit can be used in the latter stages of a mul t i s tage   cqressor .  Haw- 
ever, high t i p  design  diffusion  factor, while not  appreciably lowering the 
over-all  stage  efficiency, may set up radial entropy  gradients that pro- 
duce dal-velaci ty   gradients   ( ref .  10) that  could  adversely  &feet later 
stages. 

Exit stages 7 and 8. - The performance charracteristics of the seventh 
stage  me  presented  in  figure 4(g). The rmge of flow coefficient over 
which the  seventh  stage  operates be greater  than that covered fn  any of 
the intermediate  stages  (fig. 5) .  However, this stage  operates almost  ex- 
clusively on the negative-slope  side of i t s  e q d v d e n t  tota;L-gressure-. 
r a t io  curve. It operates on the positive-slope  (positive-stall) sick of 

- *  
i t s  equivalent  total-pressure ratio curve a t   the  90- and 100-percent-speed 
surge pojnts .  As the speed is decreased from design, the flow coefficient Q 

increases from a minimum of 0.45 at   the  design-speed  surge  point t o  a 
m a x i m u m  of 0.80 at the  %-percent -speed choked-f low point. 
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Both the  total-pressure and t h e   t q e r a t u r e - r i s e  r a t i o s  of the  sev- 
enth  stage peak at approximately the design  values, which. would not be 
expected from blades  designed to  operate at the minimum-loss point. 
This  deficiency i n  energy addition and pressure rise is probably due 
t o  a poor radial   distribution of $he flow enter- this stage, which 
resul ts  in a mismatching of the various blade elements (ref. ll) . 

A t  the design  pressure r a t i o  at design speed, the  efficiency of the 
seventh  stage w a s  good, even  though the design t ip   diffusion  factor  of 
0.52 f o r  this stage i s  higher (ref. 1) than  the  limiting  value of 0.45 
for  efficiencies above 0.90 (ref. 9). 

The e ia th-s tage  performance characteristics  are  presented  in fi'gure 
4(h). The required range  of flow. cpefficient covered by this stage i s  
samewhat greater  than that required of the seventh stage; however, the 
range of flaw coefficient at any constant  equivalent  speed i s  of the same 
general magnitude  and follows the same general  trend as i n  the  seventh 
stage, with the SaEUrimum flow coefficient  occurring at the  30-percent-speed 
choke point. The choked-flow coefficient f o r  the eighth  stage at 50- 
percent  speed i s  approximately 0.82, whereas a t  design  speed it i s  only 
0.63. The low-angle-of-attack stall of 65-series blades will occur at 
higher angles of attack at higher Mach numbers, and hence the stage will 
choke at decreasing flaw coefficfents with increasing speed. In this 
stage, as i n  the seventh,  the 90- and 100-percent-speed  surge  points are 
on the positive-slope  (positive-stall)  side of the  equivalent  total- 
pressure-ratio c m e .  A t  the flow coefficient at which the  eighth  stage 
produced the  design  equivalent temprature-rise ratio,  the equivalent 
pressure  ratio was samewhat below the k,sign value. The peak equivalent 
total-pressure  ratio was approximately equal t o  the design  pressure ra t io ,  
a s   i n  the seventh  stage;  while the equivalent  temperature-rise r a t i o  ex- 
tended  appreciably above the design value. 

The design t ip  diffusion  factor of 0.54 for this stage (ref. 1) is 
appreciably higher than the recammended limit of 0.45 f o r  efficiencies 
above 0.90 (ref. 9 ) .  It i s  believed that this did  not cause the l o w  ef - 
ficiencies in the stage, because the efficiencies at p& speeds, where 
the actual  diffusion  factors would be law, are not  appreciably  different 
from those at design  speed. The poor  performance of the eighth stage is 
probably due to  axial-velocity  distribution  appreciably  Wferent from 
design  because of bundary-layer build-up and radial entropy  gradients 
developed by preceding stages {refs. 10 and ll), which could result from 
the high design diffusion  factor of preceding steges. 

Stage Matching 

The individual  stage  curves of equivdent  total-pressure  ratio  against  
flow coefficient are presented in   f igure 6. These curves were faired f r a m .  
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the  data-points of figure 4, and f o r   c k i t y  only a few selected  operat- 
ing  points are shown. The operating  point  (solid symbol) fo r  design- 
speed m a x i m  total-pressure  ratlo ,most newly approaches the over-all 
campressor design  point. No allowance was made f o r  boundary-layer block- 
age a t  the entrance to the first stage i n  the-design; and, because the 
des-. weight  flow x& obtained and some boundary layer must ex is t  at 
this station, lower than design loading of the first stage i s  indrlcated. 
A t  this operating  point  the  first-stage  pressure  ratio i s  below design, 
which  would result i n  a flow coefficient  entering the second stage tha t  
is Mgher  than design, i f  the desi& passage area were comect. The 
temperature ratio-  across a stage, af course, a lso affects  the flow coef- 
f icient  entering  the next  stage, but t o  a smaller degree than the pres- 
sure r a t io .  To account f o r  both pressure and temgersture  effects,  the 
density  ratio  entering each stage f o r  tbFs point i s  campared with  the de- 
sign value i n  figure 7. These  are  total-density  ratios,   but,  because the 
velocit ies are of the same order of magnitude  throughout the  conqressor, 
they  should be cam-mable : to  the static-density  ratios.  The higher than  
design f low coefficient  entering the second stage makes this stage operate 
t o w a r d s  the choke-flow end of i t s  stage curve at a_lmer than  design  pres- 
sure r a t io .  The lower than  design  pre,ssure ratio of the first two stages 
could be expected. t o  make the th i rd  stage operate at a much higher  than 
design flow coefficient .and resulting l&er %ban -design pressure ratio; 
If the design  boundary-layer blockze- allowancewere correct throrighou€- 
the compressor, the  density  ratios  in  f igure 7 would diverge from design 
stagewise through the compressor. However, this did not  occur, and the 
th i rd  and fourth stages-&-& producing &ST@ pre6slli.e r a t io  and tlie f i f t h  
and sixth  stages hlgher than  design  pressure  ratio. Hence, the design 
boundary-layer  allowance was too l a rge   i n  these .stages, which made them 
operate near or  below t he i r  design flow coefficient. 

Even though the  density  ratio  entering the seventh and eighth stages 
was approximately on design, these stages operated a t  the high-angle-of- 
attack stall end-& their curves., because the passage area w a s  too  large 
and resulted i n  a flow  coefficient-below design. As a result of this 
excessive  boundary-wer &uowance, the stages are mismatched at the point 
of design-speed maximum pressure ra t io ,  with the two i n l e t  stage6  operat- 
i n g  down on the choked-flow end of their curtre ana the latter t w o  stages 
operating over the  peak-pressure-ratio  point at stall. The over-all com- 
pressor design  pressure  ratio was not  obtdned, because the seventh and 
eighth stages stalled  before  the  inlet  stages  could rea& their design 
operating  point. . . . . . . - . .. . . . - . " . . 

." 

A t  the points of 80 and 90 percent of desfgn speed shown i n  figure 
6, the  stages axe much bet ter  matched. At these speeds the first and 
second stages and the  seventh and eighth stages are not operating at the 
extremities of their stage  curve^. All the stages are operating on the 
negative-slope-side-of their stage  curves a t  a favorable  angle of attack. 
Thus, the stages are  more properly .m.itched-at soiii&-s~-etTl%l-& design 
speed. That the stages  are w e l l  matched at the -80- and 90-percent speeds 
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results i n  a high aver-all compressor efficiency for these speeds, a6 
shown in   f igure  3. I n  addition, this mismatching, which caused the  in- 
le t   s tages  t o  operate d t  the  aesign-speed , m a x i m u m  pressure r a t i o  on the 
choked-flow end of their   s tage curves and the  outlet  stages to  aperate 
on the positive-slope  side of t he i r  performance curves,  favorably  affect- 
ed the low-speed efficiency. 

The design stage efficiency and boundary-layer blockage  allowance 
assumptions  can seriously  affect the stage-matching. The assumed design 
stage  efficiencies were close t o  the  actual performance efficiencies, but 
it is apparent that the design boundmy-layer  blockage  allowance was much 
too large. This adversely  affected the design-speed performance but 
helped  the low-speed  performance. 

CONCLUDING REMARKS 

The following results were obtdned from an investigation of the in- 
dividual  stage performance of an eight-stage compressor having two tran- 
sonic inlet stages. 

Stages 1, 3, 4, 5, and 6 operated as anticipated i n  Weir  design, 
produced a peak equivalent pressure ratio appreciably above the design 
pressure  ratio, and had high efficiencies.  Stages 2, 7 ,  and 8 produced 
a peak equivalent  pressure r a t i o  approximately  equal t o  design; and, 
since the peak pressure  ratio would be expected t o  occur at higher than 
design angle of attack,  the  pressure r a t i o  was b e l o w  design at design 
angle of attack. 

A t  design-speed maximum pressure  ratio, the stages were mismatched 
because of an excessive design baundary-layer  allowance that caused the 
seventh and eighth s tages   to  s t "  before design  pressure  ratio  could be 
obtained. This mismatching at design speed caused a decrease i n  peak ef- 
ficiency from 90-percent speed t o  design  speed. The stages were  w e l l  
matched at 80- and 90-percent speed, which resu l ted   in  high peak efficien- 
cies at these  speeds. 

The knee i n  the surge l ine at approximately 63 percent of design 
speed  corresponds t o  the  point at which the first stage became unstalled. 
The excessive  design  boundary-layer allowance i n  the rear stages lowered 
the speed a t  which the first stage became unstalled and favorably  affected 
the low-speed efficiency. The equivalent  pressure  ratio of the third, 
fourth, and f i f t h  stages decreased at low f l o w  coefficients,  probably be- 
cause of high-angle-of-attack s t d l  and f i rs t -s tage stall interaction 
effects.  

Although the design t ip  diffusion  factors of stages 5 t o  8 were higher 
than  those recammended in   reference 9, the efficiencies remained high. 
However, the high  design  diffwion factors of the  intermediate  stages  could 
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have se t  up radial  .entropy  gradients that w o u l d  produce axial-velocity 
gradients in the latter stages and adversely  -Hfect  .their-performance. 

Lewis Flight  Propulsion  Laboratory - 
." . 

HatFonal Advisory Cananittee f o r  Aer&autics " 

Cleveland, Ohio, August 17, 1954 
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(a) Total-pressure (b) Total-tempera"e 
rake. rake. 

Figure 2. - m i c a 1   r a d i a l  rake lrmtrumentation used 
to determine stage perlormance characterisblce. 
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Flaw coerflcient, p/b& 

(a) First e w e .  

Bigure  4. - Individual stage perrormanoe of eight-etaga oanpreeeor 
over entlre flow range fit epee& fion 30 t o  100 percent of 
equivalent design speed. 
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( b )  Second atage. 

Figure 4 .  - C o n t i n u e U .  Individual atage performance 
of eight-stage compreasor over entire flow range 
at  speeds from 30 t o  100 percent of equivalent 
design speed. 
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.12 "- Design (ref. I) 

0 Solid symbols denote 
points  nearest 3 
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Flow coefficient, Q/UmA 

(c )  Third stage. 

Figure 4 .  - Continued. Individual stage performance of eight-stage 
compressor  over entire flow range at speeds from 30 t o  100 peraent of 
equivalent design speed. 
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Flgura 4.  - Cantlnued. Individual stage psriMaanne CU eight-stage compressor over entlrs fla range at speeds from 30 t o  
100 peraent or sguivalent dealgn.spead. 
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Figure 4 .  - Continued. Indluvidual stage perimmance of eight-stage 
compreseor over en- flow range at apecda h.m 30 to  100 percent 
of equivalent design speed. 
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Figure 4. - Concluded. Individual stage performance of eight- 
stage  compreaaor over entire flow range at speeds from 30 to 
100 percent of equivalent design speed. 
" 
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Entnmae t o  etage 

Figure 7. - Canpfwleon of density ratfo entering eaoh etage with deeign value. 
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